






Cutting-edge LED technology. Revolutionary 
design. Absolutely high-end.

 �OMaximum energy effi ciency and optimal heat management: 

Ideal light yield with a small number of LEDs and aluminum 

refl ectors, optimum heat dissipation thanks to aluminum LED 

carriers. The small amount of heat generated is immediately 

diverted to the aluminum light head so that the total amount 

of heat generated remains minimal 

 �OConsistently high Ra > 96 at any color temperature setting 

thanks to sun.LED technology 

 �OCardanic operation provides simple control of all options

Secure fl exibility for the future

 �OEasily incorporated into integrated 

systems via Sim.INTERFACE

 �OExtremely long service life

 �OUser-friendly my.LED concept

 �OSystem expansion via Sim.CAM camera and Sim.SCREEN 

monitor mounting arm systems

 �OSim.FLEX makes subsequent expansion easy

 �OEnvironmentally friendly thanks to maximum energy 

effi ciency with minimal heat generation 

 �OService and maintenance-friendly, easy access 

to all components 

 �OUpgradeable service software 

5-year warranty for Sim.PODs

Revolutionary design 

 �OThe unique SIMEON triangle design offers the maximum 

light-emitting surface and optimal depth illumination 

 �OLight head and mounting bracket made of lightweight 

aluminum enable quick and smooth positioning

 �OScratch-proof single-pane safety glass (SSG) 

ensures optimal light transmittance over the lights’ 

entire life cycle. This also provides you with ideal 

hygiene conditions

 �OSeamlessly sealed design meets the highest hygienic 

demands 

 �OThe unique light head design allows you to position 

the lights directly over the surgical fi eld virtually 

without a gap.

Patented refl ector technology

 �OSim.POD: three high-performance LEDs of the latest gen-

eration positioned in the centre of a high-gloss aluminum 

refl ector

 �ORefl ector Shadow Resolution System (RSRS) for unparalleled 

light quality: A large light-emitting surface, optimal light ray 

bundling and overlapping give you ideal illumination in any 

situation – without any sensor systems or automatic light 

value adjustments

 �OExcellent laminar fl ow values: The extremely cool light min-

imizes turbulences on the upper and lower surfaces of the 

light head

The latest single-color white-light LEDs, the patented refl ector technology, 

and the arrangement of the LEDs in a unique design provide more light without 

shadows. HighLine lights provide the best possible illumination for conducting 

operations. Further advantages of these surgical lights include low heat gen-

eration, long service, low energy consumption as well as simple maintenance. 

HighLine lights also set new standards in hygiene and cleanliness thanks to 

heir seamlessly enclosed construction and scratch-proof, easy-to-clean SSG 

safety glass.



Sim.LED 7000/7000Sim.LED 7000/5000Sim.LED 5000/5000

The unique design enables the ideal combination of a wide variety of Sim.LEDs.
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SIMEON HighLine surgical light – 
optimal light forever
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SIMEON HighLine Sim.LED 7000 SC Sim.LED 5000 SC Sim.LED 7000 MC Sim.LED 5000 MC

Central illumination intensity at a distance of 1 
meter [lx]

160,000 140,000 160,000 140,000

Electrical dimmability from/to [lx] 48,000 –160,000 42,000 –140,000 48,000 –160,000 42,000 –140,000

Color temperature [K] 4,500 4,500 3,500 / 4,000 / 
4,500 / 5,000 / 
5,500

3,500 / 4,000 / 
4,500 / 5,000 / 
5,500

Field size d10 can be focused at a 
distance of 1 meter [mm]

200 – 330 200 – 320 180 – 300 180 – 280

Electrical fi eld adjustment yes yes yes yes

Color rendering index Ra 
in every color temperature setting

96 96 96 96

Red rendering index R9 96 96 94 94

Illumination depth without refocusing 
(L1+ L2) at 20 % [mm]

1,100 1,200 1,100 1,200

Illumination depth without refocusing 
(L1+ L2) at 60 % [mm]

500 600 500 600

Light head weight [kg] 18 15 18 15

Light head power consumption [W] 66 66 60 50

LED lifespan [h] > 50,000 > 50,000 > 50,000 > 50,000

Temperature increase at head height < 1 °C < 1 °C < 1 °C < 1 °C

Light-emitting surface 2,940 cm² 2,040 cm² 2,940 cm² 2,040 cm²

Sim.CAM SD/HD optional optional optional optional

Approval CE CE CE CE

Surgery

A combination of the 

HighLine Sim.LED 7000/5000

is ideally suited for this 

application.

Cardiological OR

A triple combination of 

HighLine Sim.LED 7000/7000/5000 

brings the perfect light for any 

cardiological intervention.

Hybrid ORP

A decentralized OR situation will shed light on any 

situation. This allows other equipment to be used in 

the middle of the OR table.

Tolerance ±10%



Sim.LED mobile lights

And of course you can take ad-

vantage of all the benefi ts of 

Sim.LED. 

Control

SIMEON HighLine surgical lights 

and connected peripheral devices 

such as cameras can be controlled 

simultaneously via wall control or 

directly on the light head.

Optimal solutions from planning 
to service

With SIMEON HighLine surgical lights, your technology will always be 

state-of-the-art. This goes for new developments in the future as well as 

service. After all, our HighLine surgical lights let you upgrade to the latest 

technology by replacing LED blocks and updating the software. This way, 

you’ll have all the benefi ts of LEDs and can take advantage of the latest 

technological developments in maintenance and service – simple, secure 

and fast.

Service included

For quick and safe service and 

regular inspections on site: 

easily accessible and easy-to reach 

electronics.

Sim.CAM

Sim.CAM – its digital camera specifi cally developed for 

the OR delivers images in outstanding quality. Optionally 

available as an built-in or external camera with SD or full 

HD resolution.

Sim.BIANCE

Sim.BIANCE ensures the ideal

ambient lighting for endoscopic 

interventions. 

Sim.SCREEN

The Sim.SCREEN monitor mount ideally 

positions all conventional monitors. 

Sim.SCREEN is also available as a double 

monitor mount. This way, you’ll always 

have an exact view of the images from 

your camera. 

Sim.FLEX

Maximum fl exibility for OR planners: With an extension arm 

length of up to 2,000 mm, our light systems are also easy 

to use in hybrid ORs. And Sim.FLEX allows you to expand by 

adding additional mounting arms at any time – even after 

installation.  

Sim.STREAM

The perfect solution for trouble-free interactive teamwork 

between the OR, doctor’s room, training rooms or external institutions. 

Sim.STREAM allows you to transmit a video signal to simultaneously 

several PCs over the network in outstanding HD quality with a reso-

lution of 1920 x 1080 pixels. At the same time, the video signal and 

individual still images can easily be recorded on USB stick. 


